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This portable LED multisport scoreboard displays time to 99:59, HOME and GUEST scores to 99 and PERIOD to nine to score 
a variety of indoor and outdoor sports. Four-wheeled cart with adjustable legs raises and lowers scoreboard for easier viewing, 
transport and storage. Multiple wired and wireless control options are available. Not intended for international use 
outside North America.

DIMENSIONS UNCRATED WEIGHT POWER

    Scoreboard Only: 2'-10" H x 4'-4" W x 8" D 
(864 mm, 1.32 m, 203 mm)

150 lb (68 kg)  
including cart

300 Watts, 2.5 Amps with 
120 VAC power cord;  

28 A/H with two rechargeable 
12 VDC batteries*

With Cart 
(in transport position):

3'-4" H x 4'-7" W x 2'-6" D 
(1.02 m, 1.4 m, 762 mm)

With Cart  
(in display position):

5'-2" H x 4'-7" W x 3'-7" D 
(1.57 m, 1.4 m, 1.09 m)

            * Batteries require 12 hours to fully recharge and can operate for up to 14 hours of normal use.

CONSTRUCTION
Alcoa aluminum alloy 5052 for excellent corrosion resistance

PRODUCT SAFETY APPROVAL
ETL-listed to UL 48, tested to CSA standards, and CE-labeled

OPERATING TEMPERATURES
•	 Display: -22° to 122° Fahrenheit (-30° to 50° Celsius)
•	 Console: 32° to 130° Fahrenheit (0° to 54° Celsius)

DIGITS
•	 All digits are 8" (203 mm) high and red.
•	 Scoreboard features robust weather-sealed digits  

(see DD2495646).
•	 Digits may be dimmed for night viewing.

CAPTIONS
•	 HOME and GUEST captions are 5" (127 mm) high.  

PERIOD caption is 4" (102 mm) high.
•	 Standard captions are white vinyl, applied directly to the 

display face.

DISPLAY COLOR
Semi-gloss black

DAKTRONICS MS-2113 PRODUCT SPECIFICATIONS

DAKTRONICS

HOME GUEST
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http://www.daktronics.com/Web%20Documents/HSPR-Documents/DD2495646.pdf
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CONTROL CONSOLE CONTROL OPTIONS
RC-200 

(see DD3715714)
Wireless handheld controller features 2.4 GHz spread spectrum radio with 64 non-interfering 
channels and 8-10 hours of operation via internal rechargeable battery. 

All Sport® 1600 
(see SL-04352) 

or
All Sport 5000 
(see SL-03991)

Wired: A 4-pin cable connects the scoreboard directly to the All Sport. The cable transmits signal 
output to the scoreboard and power input to the controller.

Wireless: 2.4 GHz spread spectrum radio features 64 non-interfering channels and 8 broadcast 
groups (see SL-04370). 

DAK Score & MX-1
(see DD3888368)

CUSTOMER-SUPPLIED mobile device or tablet with DAK Score app installed communicates to the 
MX-1 Interface Box and controls the scoreboard via Bluetooth® wireless technology. 

DAKTRONICS MS-2113 PRODUCT SPECIFICATIONS

HORN
A vibrating horn, mounted behind the scoreboard face,  
sounds automatically when period clock counts down to  
zero or manually as controlled by the operator. 

SEGMENT TIMER MODE 
The segment timer mode is ideal for keeping practices on 
schedule. The horn at the end of a segment allows coaches 
and athletes to focus on the practice and to listen for the 
horn when it is time to change drills (see SL-04004).

TIME OF DAY MODE
This scoreboard features a Time of Day (TOD) mode that 
allows it to act as a clock when the control console is 
unplugged or off. Refer to the scoreboard installation manual 
for instructions on how to enable the Time of Day mode. 

SERVICE ACCESS
Digit panels and electronics are serviced from the rear of  
the scoreboard.

GENERAL INFORMATION
Scoreboard provides scoring capabilities for two teams. 
100% solid state electronics are housed in an all 
aluminum cabinet. Scoreboard arrives at the site fully 
assembled. Outdoor storage and use in high winds is not 
recommended. Specifications and pricing are subject to 
change without notice.

OPTIONS & ACCESSORIES
•	 Team names on changeable caption panels
•	 Baseball, volleyball and segment timer caption panels
•	 Metal front cover for extra protection
•	 1'-0" H x 4'-4" W (305 mm, 1.32 m) advertising/

identification panel for top of scoreboard

FOR ADDITIONAL INFORMATION
•	 Architectural Specifications: See DD3289093
•	 Manual: See DD3277683
•	 Cart Assembly Video: youtu.be/G4zcF3RbavQ
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Segment Timer Mode 

Volleyball Mode 
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ALTERNATE CAPTIONS (RC-200 & ALL SPORT 1600 ONLY)

SUPPORTED 
SPORT MODE

CONTROLLER

AS 1600 AS 5000 RC-200 DAK SCORE

BASEBALL  1  1

BASKETBALL 2  
CLOCK/SCORE  

FOOTBALL 2   
LACROSSE/

FIELD HOCKEY 2  2 3

SEGMENT 
TIMER  4  

SOCCER 2  2 
VOLLEYBALL  
WATER POLO 2  2 3

1) Includes a 4-digit clock in place of BALL/STRIKE/OUT.
2) Use Clock/Score mode to show basic clock, score, and period.
3) Use BB, FB, or SO mode to show basic clock, score, and period.
4) Must be accessed from the menu of a supported sport mode.

The Bluetooth® word mark and logos are registered trademarks 
owned by the Bluetooth SIG, Inc. and any use of such marks by 
Daktronics, Inc. is under license.

http://www.daktronics.com/Web%20Documents/HSPR-Documents/DD3715714.pdf
http://www.daktronics.com/Web%20Documents/HSPR-Documents/SL04352.pdf
http://www.daktronics.com/Web%20Documents/HSPR-Documents/SL03991.pdf
http://www.daktronics.com/Web%20Documents/HSPR-Documents/SL04370.pdf
https://www.daktronics.com/Web%20Documents/HSPR-Documents/DD3888368.pdf
http://www.daktronics.com/Web%20Documents/HSPR-Documents/SL04004.pdf
http://www.daktronics.com/Web%20Documents/HSPR-Documents/DD3289093.doc
http://www.daktronics.com/Web%20Documents/Customer-Service-Manuals/DD3277683.pdf
http://youtu.be/G4zcF3RbavQ

